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IEC Znamionowe napięcie 
obwodu sterowania
Uc min … Uc max

Wbu-
dowane 
styki 
pomoc-
nicze

Typ Kod  
zamówieniowy

Znamionowe 
robocze:

moc prąd
 ≤ 

40 °C400 V

AC-3 AC-1

kW A V 50/60 Hz V DC

4 25 24...60 20...60 1 0 AF09-30-10-11 1SBL137001R1110

0 1 AF09-30-01-11 1SBL137001R1110

48...130 48...130 1 0 AF09-30-10-12 1SBL137001R1210

0 1 AF09-30-01-12 1SBL137001R1201

100...250 100...250 1 0 AF09-30-10-13 1SBL137001R1310

0 1 AF09-30-01-13 1SBL137001R1301

250...500 250...500 1 0 AF09-30-10-14 1SBL137001R1410

0 1 AF09-30-01-14 1SBL137001R1401

5,5 28 24...60 20...60 1 0 AF12-30-10-11 1SBL157001R1110

0 1 AF12-30-01-11 1SBL157001R1110

48...130 48...130 1 0 AF12-30-10-12 1SBL157001R1210

0 1 AF12-30-01-12 1SBL157001R1201

100...250 100...250 1 0 AF12-30-10-13 1SBL157001R1310

0 1 AF12-30-01-13 1SBL157001R1301

250...500 250...500 1 0 AF12-30-10-14 1SBL157001R1410

0 1 AF12-30-01-14 1SBL157001R1401

7,5 30 24...60 20...60 1 0 AF16-30-10-11 1SBL177001R1110

0 1 AF16-30-01-11 1SBL177001R1110

48...130 48...130 1 0 AF16-30-10-12 1SBL177001R1210

0 1 AF16-30-01-12 1SBL177001R1201

100...250 100...250 1 0 AF16-30-10-13 1SBL177001R1310

0 1 AF16-30-01-13 1SBL177001R1301

250...500 250...500 1 0 AF16-30-10-14 1SBL177001R1410

0 1 AF16-30-01-14 1SBL177001R1401

11 45 24...60 20...60 0 0 AF26-30-00-11 1SBL237001R1110

48...130 48...130 0 0 AF26-30-00-12 1SBL237001R1200

100...250 100...250 0 0 AF26-30-00-13 1SBL237001R1300

250...500 250...500 0 0 AF26-30-00-14 1SBL237001R1400

15 50 24...60 20...60 0 0 AF30-30-00-11 1SBL277001R1110

48...130 48...130 0 0 AF30-30-00-12 1SBL277001R1200

100...250 100...250 0 0 AF30-30-00-13 1SBL277001R1300

250...500 250...500 0 0 AF30-30-00-14 1SBL277001R1400

18,5 50 24...60 20...60 0 0 AF38-30-00-11 1SBL297001R1110

48...130 48...130 0 0 AF38-30-00-12 1SBL297001R1200

100...250 100...250 0 0 AF38-30-00-13 1SBL297001R1300

250...500 250...500 0 0 AF38-30-00-14 1SBL297001R1400

AF09-30-10 AF26-30-00

4A Styczniki 3-biegunowe AF

4-18,5 kW, sterowanie AC/DC


